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Water Quality Volume Calculation 
  



Middleton Project # 25912

PAGE: 1 of 1

DATE: 8/18/23

REVISED:

TOTAL PROPOSED IMPERVIOUS AREA = 56777.00 sf.

CRITICAL AREA

WQV = 1.00 inch runoff x TOTAL IMPERVIOUS AREA

X OTHER AREA

WQV = 0.50 inch runoff x TOTAL IMPERVIOUS AREA

0.50 x 56777.00 = 2,365.7 cf.

TOTAL WATER QUALITY VOLUME REQUIRED = 2365.7 cf.

= 2822.2 cf.

TOTAL WATER QUALITY VOLUME PROVIDED = 2822.2 cf.

2822.2 cf >>> 2365.7 cf STANDARD #4 SATISFIED

WATER QUALITY VOLUME

INFILTRATION SYSTEM 1

H.W.Moore
  CIVIL ENGINEERING | LAND PLANNING

STORMWATER MANAGEMENT STANDARDS

STANDARD # 4

WATER QUALITY VOLUME (WQV)

Water Quality Calculations 12-14-18 for P1



Middleton Project # 25912

PAGE: 1 of 1

DATE: 8/18/23

REVISED:

TOTAL PROPOSED IMPERVIOUS AREA = 8820.00 sf.

CRITICAL AREA

WQV = 1.00 inch runoff x TOTAL IMPERVIOUS AREA

X OTHER AREA

WQV = 0.50 inch runoff x TOTAL IMPERVIOUS AREA

0.50 x 8820.00 = 367.5 cf.

TOTAL WATER QUALITY VOLUME REQUIRED = 367.5 cf.

= 390.9 cf.

TOTAL WATER QUALITY VOLUME PROVIDED = 390.9 cf.

390.9 cf >>> 367.5 cf STANDARD #4 SATISFIED

WATER QUALITY VOLUME

INFILTRATION SYSTEM 1

H.W.Moore
  CIVIL ENGINEERING | LAND PLANNING

STORMWATER MANAGEMENT STANDARDS

STANDARD # 4

WATER QUALITY VOLUME (WQV)

Water Quality Calculations 12-14-18 for P2
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Project #25912 

Villebridge Development LLC 

Operations and Maintenance Log 
Inspections for Year:   

 

Structural Best 
Management Practice 

 

Action Date 
Completed 

Completed 
By 

Comments 

Deep Sump Hooded 
Catch Basin– 
Inspect/clean four times 
per year.  Clean when 
sump is 33% full. 

Inspect/ Clean    
 

Inspect/ Clean    
 

Inspect/ Clean    
 

Inspect/ Clean    
 

Inspect/ Clean    
 

Infiltration Chambers 
Inspect twice a year – 
spring and fall.  Clean 
as required (if sediment 
is observed in 
infiltration units or 
there is standing water). 
 

Inspect    
 

Inspect    

Roof Drain Leaders – 
Inspect/clean twice per 
year.   

Inspect/Clean    
 

Inspect/Clean    
 

Parking Lot/Paved 
areas sweeping and 
debris – inspect four 
times a year. Sweep 
paved areas and remove 
litter in Spring and Fall 
after fallen leaves. 

Inspect/Clean    

Vegetated Areas 
Maintenance – Inspect 
twice per year.  
Maintain as required. 

Inspect    
 

Inspect    




